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FIG. I 
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POUR THE LIQUID CRYSTAL WAX ONTO THE 
CARRYING MEMBER 



HOLD THE CARRYING MEMBER BY THE SECOND 
HOLDING MEMBER BY SUCTION 



HOLD THE THIN PLATE ON THE LOWER SURFACE 
OF THE FIRST HOLDING MEMBER BY SUCTION 



ALIGN THE THIN PLATE AND THE CARRYING 
MEMBER WITH EACH OTHER 



HEAT AND MELT THE LIQUID CRYSTAL WAX 



SPREAD THE MOLTEN LIQUID CRYSTAL WAX 
OVER THE SURFACES OF THE THIN PLATE AND 
THE CARRYING MEMBER 



J 

ADJUST THE THICKNESS OF THE LIQUID CRYSTAL 
WAX LAYER 



COOL AND SOLIDIFY THE LIQUID CRYSTAL WAX 
LAYER 



TAKE OUT THE END PRODUCT FROM THE 
PASTING APPARATUS 



FIG.3 
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HEATING 

FIG.4A 



HEATING 

FIG.4B 
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HEATING 

FIG. 4C 





FIG. 4D 




FIG. 5 
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FIG. 6 
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FIG. 9 
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FIG. 10 



